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(c) With a full service application at DRAFT SYSTEM
maximum brake pipe pressure and with
communication to the brake cylinders $229.61 Draft system.
closed, the brakes shall remain applied
at least 5 minutes.

(d) Leakage from control
ervoir, related piping, and pneumati-
cally operated controls may not exceed
an average of 3 pounds per square inch
per minute for 3 minutes.

the following conditions:

on D&E couplers.

(2) A crack or break in the side wall
or pin bearing bosses outside of the
shaded areas shown in Figure 1 or in

the pulling face of the knuckle.
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(3) A coupler assembly without anti-
creep protection.

draft gears that exceeds one-half

(6) A broken or cracked yoke.
(7) A broken draft gear.

SUSPENSION SYSTEM

§229.63 Lateral motion.

(a) Except as provided in paragraph
(b), the total uncontrolled lateral mo-
tion between the hubs of the wheels
and boxes, between boxes and pedestals
or both, on any pair of wheels may not

Figure 1

(5) A broken or cracked coupler car-

§229.64 Plain bearings.

A plain bearing box shall contain
visible free oil and may not be cracked
(b) A device shall be provided under to the extent that it will leak oil.
the lower end of all drawbar pins and . L.
articulated connection pins to prevent $229.65 Spring rigging.
the pin from falling out of place in case
of breakage.

event of a hanger or spring failure.

(b) An elliptical spring may not have
its top (long) leaf broken or any other
three leaves broken, except when that
spring is part of a nest of three or more
springs and none of the other springs in
the nest has its top leaf or any other
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(@) A coupler may not have any of

(1) A distance between the guard arm
and the knuckle nose of more than 5%
inches on standard type couplers (MCB
contour 1904) or more than 5% inches

exceed 1 inch on non-powered axles and
friction bearing powered axles, or ¥
(4) Free slack in the coupler or draw- inch on all other powered axles.
bar not absorbed by friction devices or (b) The total uncontrolled lateral
motion may not exceed 1% inches on
the center axle of three-axle trucks.

(a) Protective construction or safety
hangers shall be provided to prevent
spring planks, spring seats or bolsters
from dropping to track structure in
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